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FIRE DETECTION AND ALARM SYSTEMS

149.491 Fire detection and alarm systems.

PORTABLE AND SEMIPORTABLE FIRE FIGHTING
EQUIPMENT

149.501 Portable and semiportable fire extin-
guishers.

149.503 Location of extinguishers.
149.505 Spare charges.
149.507 Marking.
149.511 Landing areas with no fueling facil-

ity.
149.513 Landing area with a fueling facility.
149.515 Fire axes.
149.517 Fireman’s outfits.

LIFESAVING EQUIPMENT

149.521 Lifeboats and inflatable life rafts:
general.

149.522 Lifeboats.
149.523 Inflatable life rafts.
149.524 Launching equipment for lifeboats.
149.525 Launching equipment for inflatable

life rafts.
149.526 Approved ring life buoys (Type IV

personal flotation devices).
149.527 Portable radio apparatus.
149.529 Type I personal flotation devices

(PFD’s).
149.533 Litters.
149.535 Markings on lifeboats, life rafts,

paddles, and oars.
149.537 Markings for personal flotation de-

vices (PFD’s).

MISCELLANEOUS

149.539 Portable lights.
149.541 General alarm system.
149.543 Marking of general alarm system.
149.545 Public address system.

Subpart E—Aids to Navigation at
Deepwater Ports

GENERAL

149.701 Applicability.
149.703 Effective intensity: Definition.
149.705 Applicability of other regulations.
149.707 Applications for aids to navigation.

SPECIFICATIONS FOR LIGHTS

149.721 Light source.
149.723 Intensity.
149.724 Focus.
149.725 Color.
149.727 Chromaticity.
149.729 Display of information.

OBSTRUCTION LIGHTS

149.751 Number and location on a platform
and SPM.

149.753 Number and location on a floating
hose string.

149.755 Characteristics.
149.757 Intensity.

149.759 Leveling.

BUOYS

149.771 Number and location.
149.773 Characteristics.
149.775 Intensity of lights.

MISCELLANEOUS

149.791 Identification of a platform and
SPM.

149.793 Markings for piles and pile clusters.
149.795 Radar beacon.
149.797 Rotating lighted beacon.
149.799 Fog signal.

AUTHORITY: 33 U.S.C. 1504; 49 CFR 1.46.

SOURCE: CGD 75–002, 40 FR 52565, Nov. 10,
1975, unless otherwise noted.

Subpart A—General

§ 149.101 Purpose.

This part describes design, construc-
tion, and equipment requirements for
each deepwater port.

§ 149.105 Licensee.

The licensee of a deepwater port shall
ensure that the port meets the design
and construction requirements in this
part.

Subpart B—Design and
Equipment; General

§ 149.201 Applicability.

This subpart prescribes requirements
for design and equipment that apply to
each deepwater port.

§ 149.203 Enginering drawings and
specifications.

(a) The licensee of a deepwater port
must submit to the Commandant (G–
M) three copies of each construction
drawing and specification necessary to
show compliance with the require-
ments of the Act and the regulations in
this subchapter, a list of all drawings,
and each revision to a construction
drawing and specification of each:

(1) Fixed marine component; and
(2) Floating marine component.
(b) Each construction drawing and

specification, and each revision re-
quired to be submitted by paragraph
(a) of this section must bear the seal,
or a facsimile imprint of the seal of the
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registered professional engineer re-
sponsible for the accuracy and ade-
quacy thereof.

(c) The Coast Guard reviews and eval-
uates construction drawings and speci-
fications to ensure compliance with the
Act and Subchapter NN. The licensee
of a deepwater port may not begin con-
struction, or installation of prefab-
ricated components, until the applica-
ble drawings and specifications are ap-
proved by the Commandant (G–M). The
Coast Guard makes periodic inspec-
tions at the construction site and at
component construction sites to ensure
compliance with approved drawings
and specifications. As used in this
paragraph, the term ‘‘approved’’ means
that each drawing or specification
meets the requirements of the Act and
the regulations in this subchapter.

(d) When construction or installation
of each component is complete, the li-
censee of a deepwater port must submit
two complete sets of record drawings
and specifications on 105 mm negatives
to the Commandant (G–M). Each nega-
tive must be:

(1) Placed in a separate envelope, and
(2) Identified and indexed.

[CGD 75–002, 40 FR 52565, Nov. 10, 1975, as
amended by CGD 88–052, 53 FR 25121, July 1,
1988]

§ 149.205 Design standards.
(a) Each fixed marine and floating

component of a deepwater port, except
hoses, mooring lines, and aids to navi-
gation buoys, must be designed to
withstand at least the combined wind,
wave, and current forces of the most
severe storm that can be expected to
occur in any period of 100 years at the
port.

NOTE: ‘‘Recommended Procedure for Devel-
oping Deepwater Ports Design Criteria’’ de-
scribes a method to prepare the wind, wave,
and current criteria for use in determining
the forces of the storm described by this
paragraph. This guide may be obtained from
the Commandant (G–M).

(b) Each platform must be designed
in accordance with the American Pe-
troleum Institute ‘‘Recommended
Practice for Planning, Designing, and
Constructing Fixed Offshore Plat-
forms’’ (API RP 2A), and the codes and
standards in API RP 2A, to the extent
that the recommended practice, codes,

and standards are consistent with this
subchapter.

(c) Each electrical installation on a
platform must be designed, to the ex-
tent practicable, in accordance with 46
CFR 110–113.

(d) Each boiler and pressure vessel on
a platform must be designed in accord-
ance with Sections I, IV, and VIII of
the American Society of Mechanical
Engineers ‘‘ASME Boiler and Pressure
Vessel Code’’ to the extent that the
code is consistent with this subchapter.

(e) Main oil transfer piping on a plat-
form must be designed in accordance
with the American National Standards
Institute (ANSI B 31.4) Liquid Petro-
leum Transportation Piping Systems.

[CGD 75–002, 40 FR 52565, Nov. 10, 1975, as
amended by CGD 88–052, 53 FR 25121, July 1,
1988]

§ 149.206 Construction.

(a) The following walls or decks on a
platform must meet the requirements
in 46 CFR 92.07–5(b) for ‘‘A’’ class bulk-
heads, except that each wall or deck
must be made of steel:

(1) Each wall or deck that separates a
galley, a paint and lamp locker, a space
housing emergency power generating
equipment, or a machinery space from
any other space.

(2) Each wall or deck of an interior
stairway connecting enclosed spaces on
three or more decks.

(3) Each wall or deck of an elevator
shaft, of a dumbwaiter shaft, and of
any other shaft connecting two or
more enclosed spaces.

(b) The following walls or decks on a
platform must meet the requirements
in 46 CFR 92.07–5 (b) or (c) for ‘‘A’’ or
‘‘B’’ class bulkheads:

(1) Each corridor wall or deck of a
personal accommodation space.

(2) Each wall or deck of a stairway
that connects two decks or each wall
or deck of a structure enclosing an
opening to the stairway.

(c) A platform wall or deck that is
not described in paragraph (a) or (b) of
this section must meet the require-
ments in 46 CFR 92.07–5 (b), (c), or (d)
for ‘‘A’’, ‘‘B’’, or ‘‘C’’ class bulkheads.

(d) Each deck and stairway on a plat-
form must be made of steel and may
have a deck covering.
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